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Completion Form For Injection Wells

Administrative Information

1. Permittee
Florence Copper Inc.

Address  (Permanent Mailing Address) (Street, City, and ZIP Code)
1575 W Hunt Hwy, Florence, AZ 85132

2. Operator
Florence Copper Inc.

Address (Street, City, State and ZIP Code)
1575 W Hunt Hwy, Florence, AZ 85132

3. Facility Name Telephone Number
Florence Copper Inc. 1(520) 374-3984

Address (Street, City, State and ZIP Code)
1575 W Hunt Hwy, Florence, AZ 85132

4. Surface Location Description of Injection Well(s)

State - County
Arizona Pinal

Surface Location Description

SW 114 of SW 114 of NE 114 of |[SW t/4 of section 28 |Township/4S | Range 9E

Locate well in two directions from nearest lines of quarter section and drilling unit

Surface
Location % ft. frm (N/S) [N__|Line of quarter section
and '8 ft. from (E/W) .E_[Line of quarter section.

Well Activity Well Status Type of Permit
| Class | __x_| operating Individual
] Class Il | | Modification/Conversion X_| Area : Number of Wells 33

|____ Brine Disposal | !Proposed
. Enhanced Recovery
| Hydrocarbon Storage

_X |Class Il

____ Other

Lease Number NA o Well Number 9-053 -

Submit with this Completion Form the attachments listed in Attachments for Completion Form.

Certification

| certify under the penalty of law that | have personally examined and am familiar with the information submitted in

this document and all attachments and that, based on my inquiry of those individuals immediately responsible for
obtaining the information, | believe that the information is true, accurate, and complete.| am aware that there are
significant penalties for submitting false information, including the possibility of fine and imprisonment (Ref. 40 CFR 144.32)

Name and Official Title (Please type or print) Signature Date Signed
Tan Ream, Senior Hydrogeologist || W 9 ~12-20i%
‘I‘ ‘? < ': ‘
Pl IS

EPA Form 7520-9 (Rev. 12-11)



PAPERWORK REDUCTION ACT

The public reporting and record keeping burden for this collection of information is estimated to average 49 hours per response for a Class |
hazardous facility, and 47 hours per response for a Class | non-hazardous facility. Burden means the total time, effort, or financial resource
expended by persons to generate, maintain, retain, or disclose or provide information to or for a Federal Agency. This includesthe time needed
to review instructions; develop, acquire, install, and utilize technology and systems for the purposes of collecting, validating, and verifying
information, processing and maintaining information, and disclosing and providing information; adjust the existing ways to comply with any
previously applicable instructions and requirements; train personnel to be able to respond to the collection of information; search data sources;
complete and review the collection of information; and, transmit or otherwise disclose the information. An agency may not conduct or sponsor,
and a person is not required to respond to, a collection of information unless it displays a currently valid OMB control number. Send comments
on the Agency's need for this information, the accuracy of the provided burden estimates, and any suggested methods for minimizing
respondent burden, including the use of automated collection techniquesto Director, Collection Strategies Division, U.S. Environmental Protection
Agency (2822), 1200 Pennsylvania Ave., NW, Washington, D.C. 20460. Include the OMB control number in any correspondence. Do not send
the completed forms to this address.

Attachments to be submitted with the Completion report:

l. Geologic Information
1. Lithology and Stratigraphy

A. Provide a geologic description of the rock units pene-
trated by name, age, depth, thickness, and lithology of
each rock unit penetrated.

B. Provide a description of the injection unit.

(1) Name

(2) Depth (drilled)
(3) Thickness

(4) Formation fluid pressure
(5) Age of unit

(6) Porosity (avg.)
(

(

(

(

(

Bottom hole temperature
Lithology
) Bottom hold pressure

)
)
)
)
) Permeability
)
)
0
1) Fracture pressure

7
8
9
1
1

C. Provide chemical characteristics of formation fluid
(attach chemical analysis).

D. Provide a description of freshwater aquifers.

(1) Depth to base of fresh water (less than 10,000 mg/|
TDS).

(2) Provide a geologic description of aquifer units with
name, age, depth, thickness, lithology, and average total
dissolved solids.

Il. Well Design and Construction
1. Provide data on surface, intermediate, and long string
casing and tubing. Data must include material, size,

weight, grade, and depth set.

2. Provide data on the well cement, such as type/class,
additives, amount, and method of emplacement.

3. Provide packer data on the packer (if used) such as

type, name and model, setting depth, and type of annular
fluid used.

EPA Form 7520-9 Reverse

4. Provide data on centralizers to include number, type
and depth.

5. Provide data on bottom hole completions.
6. Provide data on well stimulation used.
lll. Description of Surface Equipment

1. Provide data and a sketch of holding tanks, flow lines,
filters, and injection pump.

IV. Monitoring Systems

1. Provide data on recording and nonrecording injection
pressure gauges, casing-tubing annulus pressure
gauges, injection rate meters, temperature meters, and
other meters or gauges.

2. Provide data on constructed monitor wells such as
location, depth, casing diameter, method of cementing,
etc.

V. Logging and Testing Results

Provide a descriptive report interpreting the results of
geophysical logs and other tests. Include a description
and data on deviation checks run during drilling.

VI. Provide an as-built diagrammatic sketch of the injec-
tion well(s) showing casing, cement, tubing, packer, etc.,
with proper setting depths. The sketch should include
well head and gauges.

VII. Provide data demonstrating mechanical integrity
pursuant to 40 CFR 146.08.

VIIl. Report on the compatibility of injected wastes with
fluids and minerals in both the injection zone and the
confining zone.

IX. Report the status of corrective action on defective
wells in the area of review.

X. Include the anticipated maximum pressure and flow
rate at which injection will operate.



HALEY & ALDRICH, INC.

One Arizona Center

400 E. Van Buren St., Suite 545
ICH Phoenix, AZ 85004

602.760.2450

TECHNICAL MEMORANDUM

14 September 2018
File No. 129687-010

TO: Florence Copper Inc.
lan Ream, Senior Hydrogeologist

FROM: Haley & Aldrich, Inc.
Lauren Candreva, R.G.

Subject: Drilling, Installation, and Integrity Testing Summary
PTF Observation Well O-05B
Florence Copper Inc., Florence, Arizona

This document describes drilling, installation, and testing of the Production Test Facility (PTF)
observation well 0-05B for Florence Copper Inc. (Florence Copper) in Florence, Arizona, including a
description of the equipment used to perform the work, details of the completed work, and the results
of well testing activities. Separate well completion reports have been created for each PTF well.

The Arizona Department of Water Resources Registry ID for well O-05B is 55-227234; the Well Registry
Report is included in Appendix A. Well O-05B is located in the southeast quarter of the northwest
quarter of the southwest quarter of Section 28 of Township 4 south, Range 9 East of the Gila and Salt
River Baseline and Meridian (D(4-9)28CBD). Well 0O-05B is located within the Underground Injection
Control (UIC) Permitted Area of Review (AOR) for UIC Permit ROUIC-AZ3-FY11-1 and was completed as a
Class Il observation well for the PTF (Figure 1).

Florence Copper contracted National Exploration, Wells, & Pumps (National) to drill, install, and test well
0-05B in accordance with Bid Specification: Drilling, Installation, and Testing of Class Ill Observation
Wells, Production Test Facility, Florence, Arizona (Haley & Aldrich, Inc. [Haley & Aldrich], 2017). A
Schramm T685WS drilling rig was used for all drilling and construction activities. Haley & Aldrich
provided intermittent oversight of drilling activities and complete oversight of key activities including:
geophysical logging, well installation, and testing. All reported depths are in feet below ground surface
(bgs) unless otherwise noted.

www.haleyaldrich.com
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1.

Geologic Information

Lithology and Stratigraphy

A. Geology of Penetrated Units

The geology penetrated during the drilling of the Class Il Well O-05B is summarized in the table
below and a lithologic log is included in Appendix B.

Lithologic Unit Name Di’;ts:; (B:;t::;m TS::::':?:::)’f Lithology and Age of Unit
Upper Basin Fill Unit (UBFU) 282 282 Alluvium; Quaternary to Tertiary
Middle Fine-Grained Unit (MFGU) 303 21 Alluvium; Tertiary
Lower Basin Fill Unit (LBFU) 384 81 Alluvium; Tertiary to Cretaceous
Bedrock Oxide Unit (Oxide) Not encountered >836 Igneous porphyry — Precambrian

B. Description of Injection Unit

Name Bedrock Oxide Unit
Depth Drilled 1,220 feet
Thickness >836 feet

Formation Fluid Pressure

Atmospheric plus head of freshwater — no additional formation pressure

Age of Unit Precambrian with intrusions of Precambrian to Tertiary rocks
Porosity? Approximately 6 to 8.5%
Permeability Hydraulic Conductivity = 0.56 feet per day

Bottom Hole Temperature

34.5 degrees Celsius

Lithology

Igneous porphyry — quartz monzonite, granodiorite with diabase and
andesite dykes (detailed log included in Appendix B)

Bottom Hole Pressure

Approximately 430 pounds per square inch (PSI) (pressure exerted by the
column of freshwater with no additional contribution from formation
pressure)

Fracture Pressure

0.65 PSI per foot

1 Porosity values for the bedrock oxide unit are approximate values from calculated neutron porosity values from

injection well borehole surveys.
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C. Chemical Characteristics of Formation Fluid

The chemical characteristics of the formation fluid in the injection zone are summarized below and
the results of the sampling of the center PTF wellfield well R-09. The table below summarizes the
primary chemical characteristics detected in a formation fluid sample collected on 23 April 2018.

The complete analytical report is included in Appendix C.

Analyte | Result (mg/L)
Metals
Aluminum <0.08
Antimony <0.005
Arsenic 0.0016
Barium 0.071
Beryllium <0.0005
Cadmium <0.00025
Calcium 140
Chromium 0.0051
Cobalt <0.00025
Copper 0.011
Iron <0.30
Lead <0.0005
Magnesium 27
Manganese 0.002
Mercury <0.001
Nickel 0.0033
Potassium 6.8
Selenium <0.0025
Sodium 170
Thallium <0.0005
Zinc <0.04
Anions
Bicarbonate 150
Chloride 310
Fluoride <0.5
Nitrate 8.8
Sulfate 190
Field Parameters
Total Dissolved Solids 1,000
pH 7.8
Radiochemicals
Uranium | 0.016
Notes:

mg/L = milligrams per liter

Results of the sampling of well O-05B are included in the PTF Mine Block Ambient Groundwater
Concentrations and Initial Discharge Characterization of the Underground Workings (Brown and
Caldwell, 2018).
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D. Description of Freshwater Aquifers

1) The depth to the base of the freshwater aquifer is defined by the interface where deeper
formation fluid exhibits a total dissolved solids (TDS) value of 10,000 milligrams per liter
(mg/L). The depth of the 10,000 mg/L interface is deeper than all of the wells drilled at the
site and consequently has not been defined.

2) The geologic description of the aquifer units is included below:

. . . Average Total

Aquifer Unit Depth Thick . . .
quiter Lnt Age P ickness Lithology | Dissolved Solids*
Name (feet) (feet)
(mg/L)

UBFU Quaternary/Tertiary 0to 282 282 Alluvium 914

LBFU Tertiary 303 to 384 81 Alluvium 754
1 Average TDS values calculated from UBFU and LBFU monitoring well ambient monitoring results near the PTF.

Il. Well Design and Construction

1. Well O-05B Casing Installed:

. . Diameter Weight Depths B?rehole Drilling
Casing Material . (pounds Diameter
(inches) (feet) . Method
per foot) (inches)
14 O.D. id-
Surface Mild Steel 47.36 0t0 40 24 Solid-stem
13%1.D. auger
Reverse
Fi | 5.47 O.D.
Well Casing Fiberglass 5.40 2.0 to 450 12% Flooded
Reinforced Plastic 4.741.D.
Rotary
PVC SCH80 with 5560.D Reverse
Screen 0.020-inch wide ' - 4.08 450 to0 1,200 12% Flooded
4.811.D.
slots Rotary
Notes:
1.D. = inside diameter
O.D. = outside diameter
PVC = polyvinyl chloride
SCH = Schedule

ALDRICH
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2. Well Cement

Cement Interval

Cement Type Additives

Amount Installed

Method of

(cubic yards) Emplacement
. T V Neat 21 .
Surface Casing ype ea None 7t Submerged tremie
sack slurry
T VN 21
Well Casing ype eat None 14.5 Submerged Tremie
sack slurry

1 Surface casing cement mixed by drilling contractor, volume estimated.

Field forms documenting pipe tallies, annular materials, and cement tickets are included in

Appendix D.

3. Annular Packers

No annular packers were used during construction of well O-05B.

4. Centralizers

PVC = polyvinyl chloride

FRP = fiberglass reinforced plastic

Casing Centralizer Type Number and Spacing
Well — FRP and PVC Stainless steel — Heavy Duty 30 installed — every 40 feet
Notes:

5. Bottom Hole Completion

There is no bottom hole completion as this is not an oil/gas well. The well was completed at the

bottom with a stainless-steel endcap of the same diameter as the well screen.

6. Well Stimulation

No well stimulation was used during the drilling and construction of well O-05B.

lll. Description of Surface Equipment

1. Surface Equipment

Well O-05B is an observation well and has been equipped with a pressure transducer for monitoring
water level and a low-flow pump for collecting fluid samples for analysis of specific conductance. A
diagram of the wellhead is included in the well as-built in Figure 2.
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IV. Monitoring Systems

1. Well Monitoring Equipment

Equipment Type Location Type

Purpose

Pressure Transducer Well Casing

Recording

Monitor water column/pressure

Electrical Conductivity Sensors Well Annulus

Non-recording

Monitor formation conductivity

Annular Conductivity Sensors Well Annulus

Non-recording

Monitor formation conductivity

2. Monitoring Wells

There are a total of 16 monitoring wells associated with the PTF: 7 point-of-compliance (POC) wells,
7 United States Environmental Protection Agency (USEPA) supplemental monitoring wells, and

2 operational monitoring wells. The POC wells are located outside the AOR and are not constructed
as Class lll wells. The supplemental monitoring and operational monitoring wells are located within

the AOR and are constructed as Class Il wells as required by the UIC Permit. The wells are

summarized in the tables below by type.

POC Wells
Location X/Y Debth Well Nom. Cementin Screened Screened
Well ID (State Plane ( ert) Diameter Metho dg Interval Lithologic
NAD 83) (inches) (feet) Unit
846750.23
M14-GL 859 59/16 OD submerged | g, g3g LBFU
746461.52 tremie
846697.17
M15-GU 615 59/16 OD submerged | oo/ 594 LBFU
746464.82 tremie
59/16 OD to
846751.26 :
M22-0 1,140 >28 feet; Submerged | o054 1 130 Oxide
746514.47 4% 0D to tremie
1,140 feet
846688.13
M23-UBF 250 65/8 0D submerged | 51440550 UBFU
746512.48 tremie
851092.00
M52-UBF 274 59/16 Submerged | 5040973 UBFU
774178.00 tremie
847331.96
M54-LBF 630 59/16 submerged | 31640629 LBFU
746682.61 tremie
847342.99
M54-0 1,199 59/16 Submerged | o0\ 1 198 Oxide
746702.36 tremie

ALDRICH




Florence Copper Inc.

14 September 2018
Page 7
Supplemental Monitoring Wells
Location X/Y Well Nom. . Screened Screened
Depth . Cementing . .
Well ID (State Plane (feet) Diameter Method Interval Lithologic
NAD 83) (inches) (feet) Unit
847541.46
M55-UBF 261 5 Submerged 240 to 260 UBFU
746280.63 tremie
847518.70
M56-LBF 340 5 Submerged 320 to 340 LBFU
746303.41 tremie
847378.37
M57-0 1,200 5 Submerged 523 t0 1,199 Oxide
746248.93 tremie
847672.23
M58-0 1,200 5 Submerged 594 to 1,199 Oxide
746595.97 tremie
847934.95
M59-0 1,201 5 Submerged 534 t0 1,199 Oxide
746218.89 tremie
847599.37
M60-0 1,201 5 Submerged 44410 1,200 Oxide
745903.70 tremie
848184.46
M61-LBF 629 5 Submerged 42910 629 LBFU
746148.88 tremie
Operational Monitoring Wells
Location X/Y Debth Well Nom. Cementin Screened Screened
Well ID (State Plane (feI:t) Diameter Methodg Interval Lithologic
NAD 83) (inches) (feet) Unit
847487.97
MW-01-LBF 444 5 Submeijged 330 to 440 LBFU
746360.54 tremie
847499.04
MW-01-0 1,200 5 submerged | 550411 900 Oxide
746369.31 tremie

V.

Logging and Testing Results

Borehole geophysical logging was conducted on well 0-05B in two phases: 1) open-hole surveys in the
12.25-inch borehole prior to installation of the well casing and screen, and 2) cased-hole surveys in the
completed well.

The open-hole geophysical surveys completed at well O-05B included:

* Spontaneous potential;

* Natural gamma;
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* Electrical resistivity (short and long normal);
* Caliper with calculated volume;

e Temperature;

® Sonic; and

e Deviation.

The cased-hole geophysical surveys completed included:
® Sonic (for cement bond with fiberglass reinforced plastic [FRP]);
® 4 PiDensity (for cement bond with FRP);
® Dual Density (for cement bond with FRP); and

* Video Survey.

Open-hole geophysical surveys were used to support identification of the lithologic contacts, to evaluate
the condition of the borehole, and to evaluate the deviation of the borehole.

The primary logs used to evaluate lithologic contacts are natural gamma ray, short (16-inch) and long
(64-inch) normal electrical resistance, and single-point resistance. The lithologic contacts for the Middle
Fine-Grained Unit (MFGU) were selected based on the short and long resistance and the single-point
resistance. All the resistivity logs decreased and stayed consistently low through the MFGU. This
contact is generally a relatively sharp decrease in resistance at the top of the unit and a gradual increase
in resistance below the bottom of the unit.

The contact between the Lower Basin Fill Unit (LBFU) and the bedrock was identified primarily with
natural gamma and correlated with the resistance logs. There is a consistent increase in gamma at the
contact between the LBFU and the bedrock that had been identified and documented at the site during
exploration in the 1990s. For well O-05B, the gamma averages approximately 70 American Petroleum
Institute (API) units throughout the Upper Basin Fill Unit (UBFU) and MFGU, a slight increase to
approximately 80 to 90 API units in the LBFU, and an increase beginning at approximately 370 up to
384 feet to over 120 APl units. After the increase at 384 feet, the natural gamma begins to vary
significantly more than it did in the alluvial units. This change in the response of the natural gamma
indicates the contact with the bedrock unit. Also, at this approximate depth there is an increase in the
single-point resistance and the short normal resistance, indicating the formation has become more
resistant. This is likely primarily due to the bedrock containing less water than the alluvial formation
above.

Cased-hole geophysical surveys were conducted to evaluate the cement seal, the casing-cement bond,

to document baseline fluid temperature and conductivity and to evaluate the plumbness of the well.
The cement-bond is discussed in Section VII.
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Copies of all the open-hole geophysical logs are included in Appendix E; a figure summarizing the open-
hole logs used to evaluate geology is included as Figure 3. The cased-hole logs used to evaluate cement
bond are included in Appendix F.

VI. Well As-Built Diagram

An as-built diagram for well O-05B is included as Figure 2.

VIl. Demonstration of Mechanical Integrity

A demonstration of Part | mechanical integrity of the well was completed using a standard annular
pressure test (SAPT) in accordance with Part II.E.3.a.i.A of the UIC Permit. Mechanical integrity will be
demonstrated every 2 years during operations and will be confirmed by daily injection pressure
monitoring that will be conducted per the UIC Permit once the well is operational. Well O-05B SAPT is
summarized below.

The mechanical integrity of the blank well casing was tested by performing a SAPT on 8 August 2017.
The SAPT was conducted by installing an inflatable packer in the well secured with a threaded well seal
at the surface. The packer was installed near the bottom of the FRP-cased portion of the well and the
wellhead was equipped with a water-tight threaded wellhead. The packer was inflated to form a seal
against the casing. The bottom 5 feet of the packer drop pipe was perforated to allow for
communication between the tubing and the annulus of the packer assembly. The drop pipe extended
through the wellhead and a high pressure/low volume pump was attached to the drop pipe to
pressurize the test interval. A valve on the drop pipe at the surface was used to isolate the test interval
once the planned test pressure was achieved.

An In-Situ LevelTROLL® pressure transducer with a data logger was installed at the well head and was
connected to the packer assembly annulus interval via a National Pipe Thread adapter. The LevelTROLL
was used to monitor and record pressure inside the well during the SAPT. To conduct the SAPT, water
was pumped from a nearby well immediately prior to testing. Before the water was pumped into the
test well, the water temperature was measured to ensure that it was similar to the ambient
groundwater temperature of the test well to reduce the potential of differential temperature effects on
the well casing. The SAPT for the Class Ill well was conducted by applying hydraulic pressure to the well
casing and shutting in pressure between the packer and wellhead assembly, monitoring the shut-in
pressure for a 30-minute period, then measuring the volume of water returned from the well casing
after the pressure was released.

On 8 August 2017, the packer was installed to approximately 412 feet and the SAPT was conducted

successfully two times. The USEPA SAPT form, a table of the data, and a chart of the data is provided in
Appendix G.
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Part Il mechanical integrity is demonstrated by the cementing records included in this report in
accordance with Part I.E.3.ii.C of the UIC Permit and will be demonstrated during operations by annular
conductivity monitoring on the observation and multi-level sampling wells in accordance with

Part Il.E.3.a.ii.A of the UIC Permit.

Calculated Grout Installed Grout
Cemented Interval Cement Type Volume Volume
(cubic yards) (cubic yards)
Surface Casing Type V 21 sack neat cement slurry 3.1 7
Well Casing Type V 21 sack neat cement slurry 13.5 14.5

On 19 July 2017, a suite of geophysical logs was run over the entire length of the completed well to
verify the grout seal. A summary of the logs completed to demonstrate cement bond are included in
Appendix F.

There is not a bond log tool designed to evaluate cement bond with FRP casing, so the cement interval
with FRP casing of well O-05B was evaluated using density logs. The logs collected included sonic,
focused density, and 4pi density. Based on the measured density of the FRP cased interval of well
0-05B, no significant cement deficiencies were noted in the sonic data collected from approximately
230 feet (static water level) to 429 feet, and no significant deficiencies were noted in the 4pi density
data collected from 37 to 429 feet. There were some very localized, low density intervals identified in
the 4pi density logs but they were insignificant, only extending 2 to 3 feet. A summary of the FRP cased
data is included in the well completion summary in Appendix F.

VIIl. Compatibility of Injected Waste

The Florence Copper Project is a Class lll mineral extraction project and does not include the injection of
any waste products of any kind. The injected fluid (lixiviant) is a carefully constituted in-situ copper
recovery solution that will be recovered and recycled following injection.

The compatibility of the lixiviant was evaluated as part of the geochemical modeling completed by
Florence Copper and summarized in the Geochemical Evaluation to Forecast Composition of Process

Solutions for In-Situ Copper Recovery Pilot Test Facility at Florence Copper, Florence Arizona (Daniel B.
Stephens Inc., May 2014) which was included in Attachment H of the UIC Permit Application.

IX. Status of Corrective Action on Defective Wells in the Area of Review

There are not currently any defective wells in the AOR.
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X. Maximum Pressures and Flow Rates for O-05B

Maximum Operating Pressure Maximum Flow

Atmospheric Not applicable — observation well

This well is an observation well used to monitor hydraulic control of the PTF; no fluids will be injected
and only fluid to measure specific conductivity will be extracted using the installed low-flow pump.

Xl. Well Development

Well O-05B was developed by the airlift method, followed by pumping, and was completed by National
using a workover rig. To purge drilling fluids and solids, on 22 June 2017 an airline was temporarily
installed to approximately 1,180 feet and airlift development of the well was conducted at
approximately 60 to 70 gallons per minute (gpm). During airlift development, the airlift pump was
turned on and off to surge the well. Airlift development was conducted for approximately 9 hours; after
7 hours, approximately 2 gallons of AquaClear PFD® polymer dispersant was swabbed into the screened
interval of the well. The discharge was clear and sand-free at the end of the airlift development period.

To pump develop the well, a submersible pump was temporarily installed to approximately 1,195 feet
on 27 June 2017. Prior to pumping, the static water level was approximately 262 feet. The pump
development was conducted at approximately 43 gpm; the submersible pump was periodically turned
off to surge the well during development. The discharge was sand-free and visually clear after
approximately 2.5 hours of pump development; however, development was continued for 10 hours.
The development was concluded on 28 June 2017, at which time the discharge was sand-free with
turbidity values less than 5 Nephelometric Turbidity Units. Well development forms are included in
Appendix H.

Xill.  Well Completion

A well video survey was conducted on 19 July 2017. The video log report is included as Appendix I. The
video log depths are presented in feet below the top of the casing and so vary slightly from what is
recorded, but with the correction for stick up are the same.

The video log indicates the top of fill in the well is at 1202 feet.
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The surveyed location for well O-05B is:

. . Measuring Point
Northing (feet) Easting (feet) Elevation (feet amsl)
746042.91 847534.95 1478.43
Notes:

Northing and easting locations provided in State Plane North American Datum 1983, vertical
location provided in North American Vertical Datum 1988.

amsl — feet above mean sea level

Xlll. Downhole Equipment

The equipment installed in well O-05B includes:
e QED® low-flow sampling pump hung on drop tubing — pump at 600 feet; and

d Pressure transducer.

The type and depth of equipment installed in each well is not constrained by the UIC Permit or the
Aquifer Protection Permit (APP). This information is provided in accordance with Section 2.7.4.3 of the
APP. Operational consideration may require that the type and depth of equipment may need to be
changed in response to conditions observed during operations.

XIV. Deviations from Planned Well Design

Well O-05 was drilled and installed in accordance with construction procedures in the UIC Permit.
However, during grouting, the contractor’s drill rig and ancillary pumping equipment used to install the
grout seal lost power and the grout could not be installed in one continuous lift. The initial grout was
installed on 2 June 2017, but it could not be completed to surface until 5 June 2017. The construction
records for well 0O-05 are included in Appendix J.

Once the well was completed, a suite of geophysical logs was conducted in the well to determine the
integrity of the seal and it was determined that there were deficits in the cement from approximately
134 to 296 feet. Because of the deficient cement, the well was replaced with O-05B and O-05 was
abandoned in accordance with site permits. Well O-05 was backfilled from the bottom of the well to
520 feet with #60 silica sand and from 511 to 513 feet with bentonite pellets. On 13 July 2018, National
installed tremie pipe to the top of the bentonite seal, McMillan Blasting Services installed Pentex PETN
100 grain detonating cord extending from 5 to 380 feet, Type V neat cement grout was installed from
the bottom of 0O-05 to surface, the tremie was pulled, and the blasting material was detonated prior to
the grout curing.

Copies of the logs conducted to evaluate the seal of well O-05 and copies of the abandonment records
are included in Appendix K.
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Well O-05 was installed at the planned location; the replacement well O-05B was installed
approximately 20 feet southwest of the original location.
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Appendix C — Chemical Characteristics of Formation Water
Appendix D — Well Completion Documentation
Appendix E — Geophysical Logs
Appendix F — Cement Bond Log Summary
Appendix G — SAPT Documentation
Appendix H— Well Development Field Forms
Appendix | — Well Video Log
Appendix J — Well 0-05 Completion Records
Appendix K—Well 0-05 Abandonment Records
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APPENDIX A

Arizona Department of Water Resources Well Registry Report



Ran Datar0aias2017 AZ DEPARTMENT OF WATER RESOURCES

WELL REGISTRY REPORT - WELLS55
Well Reg.No
Location D 4.0 9.0 28 C B D 55 . 227234 AMA PINAL AMA
Registered AZ STATE LAND DEPT. File Type NEW WELLS (INTENTS OR APPLICATIONS)
Name 1616 W. ADAMS ST. Application/issue Date 04/19/2017
ATTN: LISA ATKINS
PHOENIX AZ 85007
Owner OWNER Well Type ENV - MONITOR
Driller No. 823 SubBasin ELOY
Driller Name NATIONAL EWP, INC. Watershed UPPER GILA RIVER
Driller Phone 480-558-3500 Registered Water Uses MONITORING
County PINAL Registered Well Uses MONITOR
Discharge Method NO DISCHARGE METHOD LISTED
Intended Capacity GPM 0.00 Power NO POWER CODE LISTED
Well Depth 0.00 Case Diam 0.00 Tested Cap 0.00
Pump Cap. 0.00 Case Depth 0.00 CRT
Draw Down 0.00 Water Level 0.00 Log
Acres Irrig 0.00 Finish NO CASING CODE LISTED

Contamination Site: NO - NOT IN ANY REMEDIAL ACTION SITE
Tribe: Notin a tribal zone

Comments Well 0-05
AZ State Land Dept. Mineral Lease #11-026500

Current Action
4/25/2017 555 DRILLER & OWNER PACKETS MAILED
Action Comment: TNV

Action History
4/25/2017 550 DRILLING AUTHORITY ISSUED
Action Comment: TNV
4/19/2017 165 NOI RECEIVED FOR A NEW NON-PRODUCTION WELL

Action Comment: TNV



ARIZONA DEPARTMENT OF WATER RESOURCES
1110 W. Washington St. Suite 310
Phoenix, Arizona 85007

THIS AUTHORIZATION SHALL BE IN POSSESSION OF THE DRILLER DURING ALL DRILLING OPERATIONS

WELL REGISTRATION NO: 55-227234 WELL OWNER ID: 0-05
AUTHORIZED DRILLER: NATIONAL EWP, INC. LICENSE NO: 823

NOTICE OF INTENTION TO DRILL ENV - MONITOR WELL(S) HAS BEEN FILED WITH THE DEPARTMENT BY:
WELL OWNER: AZ STATE LAND DEPT. 1616 W. ADAMS ST. ATTN: LISA ATKINS PHOENIX, AZ, 85007

THE WELL(S) IS/ARE TO BE LOCATED IN THE:

SE 1/4 of the NW 1/4 of the SW 1/4 Section 28 Township 4.0 SOUTH Range 9.0 EAST
NO. OF WELLS IN THIS PROJECT: 1
THIS AUTHORIZATION EXPIRES AT MIDNIGHT ON THE DAY OF April 19, 2018

—-&.Ma v Ve llo

GROUNDWATER PERMITTING AND WELLS

THE DRILLER MUST FILE A LOG OF THE WELL WITHIN 30 DAYS OF COMPLETION OF DRILLING.




ARIZONA DEPARTMENTof WATER RESOURCES
1110 W. Washington St. Suite 310
Phoenix, AZ 85007
602-771-8500
April 25, 2017 azwater.gov

AZ STATE LAND DEPT.
1616 W. ADAMS ST.
ATTN: LISA ATKINS
PHOENIX, AZ 85007

DOUGLAS A. DUCEY

Governor

Registration No. 55- 227234

File Number:  D(4-9) 28 CBD THOMAS BUSCHATZKE
Director

Dear Well Applicant:

Enclosed is a copy of the Notice of Intention to Drill (NOI) a well which you or your driller recently filed with the Department of
Water Resources. This letter is to inform you that the Department has approved the NOI and has mailed, or made available for
download, a drilling authorization card to your designated well drilling contractor. The driller may not begin drilling until he/she has
received the authorization, and must keep it in their possession at the well site during drilling. Although the issuance of this drill
card authorizes you to drill the proposed well under state law, the drilling of the well may be subject to restrictions or regulations
imposed by other entities.

Well drilling activities must be completed within one year after the date the NOI was filed with the Department. If drilling is not
completed within one year, a new NOI must be filed and authorization from this Department received before proceeding with
drilling. If the well cannot be successfully completed as initially intended (dry hole, cave in, lost tools, etc.), the well must be
properly abandoned and a Well Abandonment Completion Report must be filed by your driller [as required by A.A.C.
R12-15-816(F)].

If you change drillers, you must notify the Department of the new driller's identity on a Request to Change Well Information (form
55-71A). Please ensure that the new driller is licensed by the Department to drill the type of well you require. A new driller may
not begin drilling until he/she receives a new drilling authorization card from the Department.

If you find it necessary to change the location of the proposed well(s), you may not proceed with drilling until you file an amended
NOI with the Department. An amended drilling authorization card will then be issued to the well drilling contractor, which must be
in their possession befare drilling begins.

Arizona statute [A.R.S. § 45-600] requires registered well owners to file a Pum
the Department within 30 days after the installation of pumping equipment, i

within 30 days after completion of drilling. A blank report form was provided t
should insist and ensure that all of the required reports are accurately compl

Sincerely,

Groundwater Permitting and Wells Section









SECTION 5. Well Construction Diagram

Provide a well construction diagram showing all existing well construction features listed in Section 6 and Section 7.

See attached well diagram.

DWR 55-44A REV 20160225 Page 2 of 4































lan Ream  Senior Hydrogeologist
<imageC03.jpg> : » -

Florence Copper inc.
1575 W. Hunt Highway Florence AZ USA 85132
C 520-840-9604 T 520-374-3984 F 520-374-3999

E lanream®florencecopper.com Web florencecopper.com
“Notice Regarding Transmission

This message Is intended only for the person{s) to whom it is addressed and may contain infarmation that is privileged and confidential. If
you are not the Intended reciplent, you are hereby notified thal any dissemination or copying of this communication is prohibited. Please
nolify us of the error in communication by telephone (778-373-4533) or by return e-mail and destroy all coples of this communication. Please
note that any views or opinions presented in this email are solely those af the author and do not necessarily represent those of Taseko Mines
Limited or any affiliated or associated company. The recipient should check this email and any attachments for the presence of viruses.
Neither Taseko Mines Limited nor any affilialed or associated company accepts any liability for any damage caused by any virus transmitted
by this email. Thank you.”

“Notice Regarding Transmission

This message Is intended only for the person(s) to whom il is addressed and may contain informalion thal is priviteged and confidential, If you are nol the intended
recipient, you are hereby notified that any dissemination or copying of this communicalion is prohibiled. Please nolify us of the errar in communication by
telephone (778-373-4533) or by return e-mall and destroy all coples of this communication. Please note that any views or opinions presented in this email are
solely those of the author and do not necessarily represent those of Taseko Mines Limited or any affillated or associated company. The recipient should check this
email and any allachments for lhe presence of viruses. Neither Taseko Mines Limited nor any affilialed or assacialed company accepts any liability for any
damage caused by any virus transmilted by this email. Thank you.”



NOTICE

A.R.S. § 41-1030(B), (D), (E) and (F) provide as follows:

B. An agency shall not base a licensing decision in whole or in part on a licensing requirement or condition
that is not specifically authorized by statute, rule or state tribal gaming compact. A general grant of authority in
statute does not constitute a basis for imposing a licensing requirement or condition unless a rule is made
pursuant to that general grant of authority that specifically authorizes the requirement or condition.

D. This section may be enforced in a private civil action and relief may be awarded against the state. The
court may award reasonable attorney fees, damages and all fees assaciated with the license application to a
party that prevails in an action against the state for a violation of this section.

E. A state employee may not intentionally or knowingly violate this section. A violation of this section is
cause for disciplinary action or dismissal pursuant to the agency’s adopted personnel policy.
F. This section does not abrogate the immunity provided by section 12-820.01 or 12-820.02.

DWR 55-44A REV 20160225 Page 4 of 4



ARIZONA DEPARTMENTof WATER RESOURCES
1110 W. Washington St. Suite 310
Engineering and Permits Division

Phoenix, AZ 85007
602-771-8500

NOTICE TO WELL DRILLERS

This is a reminder that a valid drill card be present for the drilling of each
and every well constructed on a site.* The problem seems to occur during
the construction of a well when an unexpected problem occurs. Either the
hole collapses, the hole is dry, a drill bit is lost and can't be recovered, or
any number of other situations where the driller feels that he needs to move
over and start another well. If you encounter this type of scenario, please
be aware drillers do not have the authority to start another well without first
obtaining drilling authority for the new well. Please note the following
statutes and regulations pertaining to well drilling and construction:

ARIZONA REVISED STATUTE (A.R.S.)

AR.S. § 45-592.A,
A person may construct, replace or deepen a well in this state only pursuant to this article and
section 45-834.01. The drilling of a well may not begin until all requirements of this article and
section 45-834.01, as applicable, are met.

ke

AR.S. § 594.A.
The director shall adopt rules establishing construction standards for new wells and replacement
wells, the deepening and abandonment of existing wells and the capping of open wells.

Fkk

A.R.S. § 600.A
A well driller shall maintain a complete and accurate log of each well drilled.



ARIZONA ADMINISTRATIVE CODE (A.A.C.)

A.A.C. R12-15-803.A.

A person shall not drill or abandon a well, or cause a well to be drilled or abandoned, in a manner
which is not in compliance with A.R.S. Title 45, Chapter 2, Article 10, and the rules adopted

thereunder.

dkk

A.A.C. R12-15-810.A.

gle well licensee may commence drilling a well only if the well drilling

ssession of a drilling card at the well site issued by the Director in the

name of the well drilling contractor or licensee, authorizing the drilling of the specific well in the
specific location.

A well drilling contractor or sin

sk

A.A.C. R12-15-816.F.
In the course of drilling a new well, the well may be abandoned without first filing a notice of intent
to abandon and without an abandonment card.

* THIS REQUIREMENT DOES NOT PERTAIN TO THE DRILLING OF MINERAL EXPLORATION,
GEOTECHNICAL OR HEAT PUMP BOREHOLES

DWR 37-61 (02-13)



V-POS - Transaction Receipt Page 1 of 1

Transaction Receipt - Success

Arizona Water Resources
Arizona Water Resources
MID:347501639533
1700 W Washington St
Phoenix , AZ 85012
602-77 1-8454

04/ 19/2017 11 49AM
Remittance ID
Arizona041917144729704Chr
Transaction ID:
183294013

KELSEY SHERRARD
500 Main Street
WOODLAND, California 95695
United States

Visa - 3420

Approval Code 050257
Sale

Amount: $1 650.00
multlple

N/A

Cash receipts

0
dgchristiana@azwater.gov

Cardmember acknowledges
receipt of goods and/or
services in the amount of

the total shown hereon and
agrees to perform the
obligations set forth by the
cardmember's agreement with
the issuer.

Signature %\ W Y yr J
click here to coﬁtln@/k/

https://www.velocitypayment.com/admin/bankofamerica/waterresources/vpos/ 564/transact... 4/19/2017



Printed: 4/19/2017 12:26:46 PM

Arizona Department of Water Resources

1110 West Washington Street, Suite 310
Phoenix AZ 85007

Customer:
KELSEY SHERRARD Receipt #: 17-50968
NATIONAL EWP Office: MAIN OFFICE
500 MAIN STREET 2 )
WOODLAND, CA 95695 Receipt Date: 04/19/2017
Sale Type: Mail
Cashier: WRDGC
Item No. Function Code AOBJ Description Ref ID Qty  Unit Price Ext Price
8505 122221 4439-6F MONITOR, PIEZOMETER, AIR multiple wells 11 150.00 1,650.00
SPARGING, SOIL VAPOR EXTR
RECEIPT TOTAL: 1,650.00

Payment type: CREDIT CARD
Amount Paid: $1,650.00 Authorization 183294013
Payment Received Date: 04/19/2017

Notes:

No refund without valid receipt Pagel of 1




APPENDIX B

Lithologic Log
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H&A-LITHOLOG-PHOENIX-NO WELL HA-LIB09-PHX.GLB  LITHOLOGIC REPORT DATATEMPLATE+.GDT

HakbkicH

LITHOLOGIC LOG

Project
Client
Contractor

Production Test Facility, Florence, Arizona
Florence Copper, Inc.
Cascade Drilling LLC

DRAFT

0-05B

File No. 129687
Sheet No. 1 of 15
Cadastral Location D (4-9) 28 CBD

w

Drilling Method Reverse Rotary Land Surface Elevation 1476.50 feet, amsl | Start 9 June 2017
Borehole Diameter(s) 20/12.25 in. Datum State Plane NAD 83 Finish 19 June 2017
Rig Make & Model Schramm T685WS Location N 746,043 E 847,535 H&A Rep. C. Giusti & C. Pric
g 5 nwo| EQE
c| ®Bl|6Le|l22¢
5|5 |85 E2%
Q| w n|POQq VISUAL-MANUAL IDENTIFICATION AND DESCRIPTION COMMENTS
B 0+ SW WELL GRADED SAND (0-25 feet) Primarily fine to coarse sand with ~5% fines and
- j1 4757 ~5% gravel to 10 mm. Sand is angular to subangular, gravel is rounded. Fines are
- L nonplastic, are red brown, and have a medium reaction to HCL. UBFU
C5 T Well Registry ID: 55227234
- j1 470 Surface Completion: Locking
B L Well Vault & Concrete Pad
Well casing stickup: 2.3 feet als
101 COLOR IDENTIFICATION
B 1465 MADE WITH WET SAMPLES
- B USING MUNSELL CHART
=15
i 1460+
20
| 455
| o5 25
r2571 GP POORLY GRADED GRAVEL (25-55 feet) Primarily gravel to 12 mm with ~ 30% sand
- j1 4501 and trace fines. Sand is subangular to subrounded, gravel is rounded to subrounded. Fines
B L are nonplastic, red brown to red gray, and there is a medium reaction to HCL. UBFU
-30-
| [1445]
-35-
T 1440
~40- . . .
L Surface Casing: 14-inch mild
- j1 4351 steel; 0 - 40 feet
B L Well Casing: Nominal 5-inch
- diameter Fiberglass Reinforced; 0
451 - 450 feet
B 1430+
-50-
| 425
| 55 55
B 551 SW WELL GRADED SAND (55-120 feet) Primarily fine to coarse sand with ~5% fines and
- j1 4201 ~5% gravel to 10 mm. Sand and gravel is subangular to subrounded. Fines are
L nonplastic, red brown, and have a strong reaction to HCL. UBFU
B 601 Unit Intervals:
L 1415 UBFU: 0 - 282 feet
- i MGFU: 282 - 303 feet
B L LBFU: 303 - 384 feet
651 Oxide Bedrock: 384 - 1220 feet
B 14104
-70-
| 405
-75--

NOTE: Lithologic descrptions, group symbols, and grain-size determinations based on the USCS visual-manual method (Haley
& Aldrich OP2001A - Field Practice for Soil Identification and Description).

0-05B
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Depth (ft)
Elevation

0-05B

File No. 129687
Sheet No. 2 of 15

LITHOLOGIC LOG B Q F'\'

VISUAL-MANUAL IDENTIFICATION AND DESCRIPTION

1400

13957

1390

13857

1380

13757

1370

13657

1360

120

13557

1350

13457

1340

13357

1330

SP

150

POORLY GRADED SAND (120-150 feet) Primarily fine sand with ~5% fines and trace
gravel to 5 mm. Sand is subangular. Fines are nonplastic, red brown, and have a strong
reaction to HCL. UBFU

13257

1320

160

11315

SW

WELL GRADED SAND (150-200 feet) Primarily fine to coarse sand with ~5% fines
and ~5% gravel to 10 mm. Sand and gravel is subangular to subrounded. Fines are
nonplastic, red brown, and have a strong reaction to HCL. UBFU

Seal: Type V neat cement 0 - 429
feet Fine sand/bentonite 429 - 439
feet

NOTE: Lithologic descrptions, group symbols, and grain-size determinations based on the USCS visual-manual method (Haley
& Aldrich OP2001A - Field Practice for Soil Identification and Description).

0-05B
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HakbkicH

Depth (ft)
Elevation
USCS
Symbol
Stratum
Change
Depth (ft)

0-05B

File No. 129687
Sheet No. 3 of 15

LITHOLOGIC LOG B Q F'\'

VISUAL-MANUAL IDENTIFICATION AND DESCRIPTION

13104

13057

13001

12957

12901

12857

12801

Lonod 2
2004 SW 00
1275

1270

12657

WELL GRADED SAND with GRAVEL (200-215 feet) Primarily fine to coarse sand with

~5% fines and ~40% gravel to 13 mm. Sand is subangular, gravel is subrounded to
subangular. Fines are nonplastic, red brown, and have a strong reaction to HCL. UBFU

PYas 215
215 SC
12601

12557

1250

12457

1240

12357

1230

CLAYEY SAND (215-250 feet) Primarily fine sand with ~15% fines and ~10% gravel
to 12 mm. Sand and gravel is subangular. Fines have medium plasticity, soft consistency,
high toughness, + are reddish brown (5YR 4/4), and have a medium reaction to HCL.

UBFU

NOTE: Lithologic descrptions, group symbols, and grain-size determinations based on the USCS visual-manual method (Haley
& Aldrich OP2001A - Field Practice for Soil Identification and Description).

0-05B
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0-05B

File No. 129687
Sheet No. 4 of 15

LITHOLOGIC LOG B Q F'\'

£ ¢ _ —
E] o |lng|ELE
£| 8 |3€| 855
A
Q| w n|POQq VISUAL-MANUAL IDENTIFICATION AND DESCRIPTION
Lo50 250 . — :
| - SP POORLY GRADED SAND with GRAVEL (250-282 feet) Primarily medium to coarse
- j1225 sand with ~5% fines and ~25% gravel to 14 mm. Sand is subangular, gravel is angular.
o B Fines are nonplastic, have soft consistency, are reddish brown (5YR 4/4), and have a
B medium reaction to HCL. UBFU
255+
i 12201
260
i 12157
265
i 12101
270
i 12051
:2757 AfCD Sensor Depths: 274, 277
~ 1200 et
280
| 1195 282
L B CH FAT CLAY with SAND (282-303 feet) Primarily fines with ~25% sand and trace gravel
- ’ to 6 mm. Sand is subrounded, gravel is subangular. Fines have high plasticity, soft
2851 consistency, high toughness, high dry strength, are reddish brown (5YR 4/3), and have a
B 11904 medium reaction to HCL. MFGU
290
i 11857
295+
i 11801
300
i 11751
L B 303
L r SW WELL GRADED SAND with GRAVEL (303-384 feet) Primarily fine to coarse sand with
3051 ~5% fines and ~20% gravel to 6 mm. Sand is subangular, gravel is angular. Fines are
- 11701 nonplastic, have soft consistency, are reddish brown (5YR 5/4), and have a strong
.+ reaction to HCL. LBFU
310
i 11657
315
i 11601
320
i 11557
325+
i 11501
330
i 11457
3351

NOTE: Lithologic descrptions, group symbols, and grain-size determinations based on the USCS visual-manual method (Haley
& Aldrich OP2001A - Field Practice for Soil Identification and Description).

0-05B
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0-05B

File No. 129687
Sheet No. 5 of 15

HALEY LITHOLOGIC LOG BRAFT

Depth (ft)
Elevation
USCS
Symbol
Stratum
Change
Depth (ft)

VISUAL-MANUAL IDENTIFICATION AND DESCRIPTION

B 384

:38&7 QUARTZ MONZONITE (384-500 feet)
- B Consists of quartz at approximately 35 %, potassium feldspars at approximately 35%,
plagioclase at approximately 25%, and biotite at approximately 5% . Cu minerals 420-500

B 10557 422

CS Sensor Depths: 344, 364,
384, 404 feet

NOTE: Lithologic descrptions, group symbols, and grain-size determinations based on the USCS visual-manual method (Haley
& Aldrich OP2001A - Field Practice for Soil Identification and Description).
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HakbkicH

0-05B

File No. 129687
Sheet No. 6 of 15

LITHOLOGIC LOG B Q F'\'

g 5 nwo|goE
c| B l6L|22¢
5| ¢ |85 225
o | w N POQ VISUAL-MANUAL IDENTIFICATION AND DESCRIPTION
- i QUARTZ MONZONITE (384-500 feet)
B L Continued
4251
B 1050+
H430+
B 10457
4351
© 11040/
(4401 Filter Pack: 8 - 12 CO Silica
L [1035] Sand; 439 - 1220 feet
o B Thread Adapter: Stainless Steel,
r SCH 80 F480 PVC to API; 450
4451 feet
1030/
,45&* Well Screen: Nominal 5-inch
- j1 0251 diameter, SCH 80 PVC Screen
N L (0.020-inch slots); 450 - 1200 feet
- L ERT Sensor Depths: 521, 597,
4551 672, 747, 822, 898, 973, 1048,
B 1020+ 1123, 1199 feet
460
~ Ho015]
465+
~ o010/
470+
” {005
4751
" {000/
480+
L 995
485+
L 990
490+
| 985
495+
L 980
L5004 500
5001 DIABASE (500-525 feet)
- j975’ Dark gray to black igneous rock.
B L Cu minerals 505-520
505+
L 970

NOTE: Lithologic descrptions, group symbols, and grain-size determinations based on the USCS visual-manual method (Haley
& Aldrich OP2001A - Field Practice for Soil Identification and Description).
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Elevation
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Sheet No. 7 of 15

LITHOLOGIC LOG B Q F'\'

VISUAL-MANUAL IDENTIFICATION AND DESCRIPTION
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965+
960

955+

950

945

940

935+

930+

925+

=920

915+

=910

905+

900+

~895-

~890-

~885-

QUARTZ MONZONITE (525-695 feet)

Consists of quartz at approximately 35 %, potassium feldspars at approximately 35%,
plagioclase at approximately 25%, and biotite at approximately 5%.
Few Cu minerals throughout, abundant 525-580, 610-640.

H&A-LITHOLOG-PHOENIX-NO WELL HA-LIB09-PHX.GLB  LITHOLOGIC REPORT DATATEMPLATE+.GDT

NOTE: Lithologic descrptions, group symbols, and grain-size determinations based on the USCS visual-manual method (Haley

& Aldrich OP2001A - Field Practice for Soil Identification and Description).
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File No. 129687
Sheet No. 8 of 15

HALEY LITHOLOGIC LOG BRAFT

Depth (ft)
Elevation
USCS
Symbol
Stratum
Change
Depth (ft)

VISUAL-MANUAL IDENTIFICATION AND DESCRIPTION

| 880 596 [ QUARTZ MONZONITE (525-695 feet)
L r Continued

~805-

~800-

=795

NOTE: Lithologic descrptions, group symbols, and grain-size determinations based on the USCS visual-manual method (Haley
& Aldrich OP2001A - Field Practice for Soil Identification and Description).
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Symbol
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Change
Depth (ft)

0-05B

File No. 129687
Sheet No. 9 of 15

LITHOLOGIC LOG B Q F'\'

VISUAL-MANUAL IDENTIFICATION AND DESCRIPTION

=790+

785+

695 695
780

=775

=770
j7657
j7607
:755*
57507

745

740
735+

=730+

DIABASE (695-750 feet)
Dark gray to black igneous rock.
Cu minerals throughout.

:75(}7 750

725+

=720+

=715

=710+

QUARTZ MONZONITE (750-790 feet)
Consists of quartz at approximately 35 %, potassium feldspars at approximately 35%,
plagioclase at approximately 25%, and biotite at approximately 5%.

NOTE: Lithologic descrptions, group symbols, and grain-size determinations based on the USCS visual-manual method (Haley
& Aldrich OP2001A - Field Practice for Soil Identification and Description).
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File No. 129687
Sheet No. 10 of 15

HALEY LITHOLOGIC LOG BRAFT

Stratum
Change
Depth (ft)

VISUAL-MANUAL IDENTIFICATION AND DESCRIPTION

7701 70 - QUARTZ MONZONITE (750-790 feel)
- j705’ Continued

7901 70 -GRANODIORITE (790-900 fecd)

o j635’ Contains mostly plagioclase in a gray aphanitic matrix with biotite crystals composing
B approximately 10%.

Cu minerals 855-875

635

L B 856

NOTE: Lithologic descrptions, group symbols, and grain-size determinations based on the USCS visual-manual method (Haley
& Aldrich OP2001A - Field Practice for Soil Identification and Description).
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LITHOLOGIC LOG B Q F'\'

VISUAL-MANUAL IDENTIFICATION AND DESCRIPTION

GRANODIORITE (790-900 feet)
Continued

900 900

535+
L C 943

QUARTZ MONZONITE (900-1220 feet)
Consists of quartz at approximately 35%, potassium feldspars at approximately 35 %,
plagioclase at approximately 25%, and biotite at approximately 5%.

NOTE: Lithologic descrptions, group symbols, and grain-size determinations based on the USCS visual-manual method (Haley
& Aldrich OP2001A - Field Practice for Soil Identification and Description).
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LITHOLOGIC LOG B Q F'\'

VISUAL-MANUAL IDENTIFICATION AND DESCRIPTION

=530+
525+

=520+

=515

=510+

~505-

=500+

~495-

490

~485-

~480-

475

470

465

460

~455-

450

QUARTZ MONZONITE (900-1220 feet)
Continued

NOTE: Lithologic descrptions, group symbols, and grain-size determinations based on the USCS visual-manual method (Haley
& Aldrich OP2001A - Field Practice for Soil Identification and Description).
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LITHOLOGIC LOG B Q F'\'

VISUAL-MANUAL IDENTIFICATION AND DESCRIPTION

[N
(=
w)
D

- 1030
-445-

- 440-
;435—
;430—
- 425-

420

=370+

~365-

j1157 1116

QUARTZ MONZONITE (900-1220 feet)
Continued

360

NOTE: Lithologic descrptions, group symbols, and grain-size determinations based on the USCS visual-manual method (Haley

& Aldrich OP2001A - Field Practice for Soil Identification and Description).
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LITHOLOGIC LOG B Q F'\'

VISUAL-MANUAL IDENTIFICATION AND DESCRIPTION

;355—
5350—
;345—
;340—
;335—
-330-
;325—
;320—
315
;310—
5305—
300+
5295—
5290—
285-
5280—

275+

QUARTZ MONZONITE (900-1220 feet)
Continued

NOTE: Lithologic descrptions, group symbols, and grain-size determinations based on the USCS visual-manual method (Haley

& Aldrich OP2001A - Field Practice for Soil Identification and Description).
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I IﬁtE‘ICH LITHOLOGIC LOG ‘ File No. 129687
Sheet No. 15 of 15

€| 5 |n3| e

£ | ® |Q 'E 2cg

5| 8 |35/558

Q| W n|POQq VISUAL-MANUAL IDENTIFICATION AND DESCRIPTION
B 1204
14205( QUA.RTZ MONZONITE (900-1220 feet)
- 570 ] Continued
M2106{
B -265-
1215
B 260
42000 1220
1226 Total Borehole Depth: Driller =

1220 feet; Geophysical Logging
= 1215 feet
NOTE: Lithologic descrptions, group symbols, and grain-size determinations based on the USCS visual-manual method (Haley O 0 SB
& Aldrich OP2001A - Field Practice for Soil Identification and Description). =




APPENDIX C

Chemical Characteristics of Formation Water



May 23, 2018

LABORATORIES INC.

Barbara Sylvester

Brown & Caldwell

201 E. Washington Suite 500
Phoenix, AZ 85004

TEL (602) 567-3894
FAX -

Work Order No.: 18D0619
RE: PTF Order Name: Florence Copper

Dear Barbara Sylvester,

Turner Laboratories, Inc. received 2 sample(s) on 04/25/2018 for the analyses presented in the following report.
All results are intended to be considered in their entirety, and Turner Laboratories, Inc. is not responsible for use
of less than the complete report. Results apply only to the samples analyzed. Samples will be disposed of 30 days
after issue of our report unless special arrangements are made.

The pages that follow may contain sensitive, privileged or confidential information intended solely for the
addressee named above. If you receive this message and are not the agent or employee of the addressee, this
communication has been sent in error. Please do not disseminate or copy any of the attached and notify the sender
immediately by telephone. Please also return the attached sheet(s) to the sender by mail.

Please call if you have any questions.

Respectfully submitted,

Turner Laboratories, Inc.
ADHS License AZ0066

Kol -

Kevin Brim
Project Manager

2445 NORTH COYOTE DRIVE H SUITE #104 B TUCSON, ARIZONA 85745 W 520 882-5880 M FAX# 520 882-9788
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Turner Laboratories, Inc.

Date: 05/23/2018

Client: Brown & Caldwell
Project: PTF
Work Order: 18D0619

Date Received: 04/25/2018

Order: Florence Copper

Work Order Sample Summary

Lab Sample ID Client Sample ID
18D0619-01 R-09
18D0619-02 B

Matrix Collection Date/Time
Ground Water 04/23/2018 1555
Ground Water 04/25/2018 0000
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Turner Laboratories, Inc. Date: 05/23/2018

Client: Brown & Caldwell

Project: PTF

Work Order: 18D0619 .
Date Received: 04/25/2018 Case Narrative

The 8015D analysis was performed by TestAmerica Laboratories, Inc. in Phoenix, AZ.

The radiochemistry analysis was performed by Radiation Safety Engineering, Inc. in Chandler, AZ.

D5 Minimum Reporting Limit (MRL) is adjusted due to sample dilution; analyte was non-detect in the
sample.
HS5 This test is specified to be performed in the field within 15 minutes of sampling; sample was

received and analyzed past the regulatory holding time.

M3 The spike recovery value is unusable since the analyte concentration in the sample is
disproportionate to the spike level. The associated LCS/LCSD recovery was acceptable.

All soil, sludge, and solid matrix determinations are reported on a wet weight basis unless otherwise noted.
ND Not Detected at or above the PQL
PQL Practical Quantitation Limit

DF Dilution Factor

PRL Project Reporting Limit
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Turner Laboratories, Inc. Date: 05/23/2018

Client: Brown & Caldwell Client Sample ID: R-09
Project: PTF Collection Date/Time: 04/23/2018 1555
Work Order: 18D0619 Matrix: Ground Water
Lab Sample ID:  18D0619-01 Order Name: Florence Copper
Analyses Result PRL PQL Qual Units DF Prep Date Analysis Date  Analyst
ICP Dissolved Metals-E 200.7 (4.4)
Calcium 140 4.0 M3 mg/L 1 04/27/2018 1440 05/04/2018 1150 MH
Iron ND 0.30 mg/L 1 04/27/2018 1440 05/04/2018 1150 MH
Magnesium 27 3.0 mg/L 1 04/27/2018 1440 05/04/2018 1150 MH
Potassium 6.8 5.0 mg/L 1 04/27/2018 1440 05/04/2018 1150 MH
Sodium 170 5.0 M3 mg/L 1 04/27/2018 1440 05/04/2018 1150 MH
ICP/MS Dissolved Metals-E 200.8 (5.4)
Aluminum ND 0.0800 D5 mg/L 2 04/27/2018 1440 05/07/2018 1139 MH
Antimony ND 0.00050 mg/L 1 04/27/2018 1440 05/07/2018 1133  MH
Arsenic 0.0016 0.00050 mg/L 1 04/27/2018 1440 05/07/2018 1133 MH
Barium 0.071 0.00050 mg/L 1 04/27/2018 1440 05/07/2018 1133  MH
Beryllium ND 0.00050 D5 mg/L 2 04/27/2018 1440 05/07/2018 1139 MH
Cadmium ND 0.00025 mg/L 1 04/27/2018 1440 05/07/2018 1133  MH
Chromium 0.0051 0.00050 mg/L 1 04/27/2018 1440 05/07/2018 1133 MH
Cobalt ND 0.00025 mg/L 1 04/27/2018 1440 05/07/2018 1133  MH
Copper 0.011 0.00050 mg/L 1 04/27/2018 1440 05/07/2018 1133  MH
Lead ND 0.00050 mg/L 1 04/27/2018 1440 05/07/2018 1133  MH
Manganese 0.0020 0.00025 mg/L 1 04/27/2018 1440 05/07/2018 1133  MH
Nickel 0.0033 0.00050 mg/L 1 04/27/2018 1440 05/07/2018 1133  MH
Selenium ND 0.0025 mg/L 1 04/27/2018 1440 05/07/2018 1133  MH
Thallium ND 0.00050 mg/L 1 04/27/2018 1440 05/07/2018 1133 MH
Zinc ND 0.040 mg/L 1 04/27/2018 1440 05/07/2018 1133  MH
CVAA Dissolved Mercury-E 245.1
Mercury ND 0.0010 mg/L 1 04/26/2018 0955 04/26/2018 1639 MH
pH-E150.1
pH (pH Units) 7.8 H5 - 1 04/26/2018 1615 04/26/2018 1616 AP
Temperature (°C) 22 H5 - 1 04/26/2018 1615 04/26/2018 1616 AP
ICP/MS Total Metals-E200.8 (5.4)
Uranium 0.016 0.00050 mg/L 1 04/27/2018 1230 04/30/2018 1348 MH
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Turner Laboratories, Inc.

Date: 05/23/2018

Client: Brown & Caldwell
Project: PTF
Work Order: 18D0619

Lab Sample ID: 18D0619-01

Client Sample ID:
Collection Date/Time:
Matrix:

Order Name:

R-09

04/23/2018 1555
Ground Water
Florence Copper

Analyses Result PRL PQL Qual Units DF Prep Date Analysis Date  Analyst

Anions by Ion Chromatography-E300.0 (2.1)

Chloride 310 25 mg/L 25 04/26/2018 1225 04/26/2018 1415 AP

Fluoride ND 0.50 mg/L 1 04/25/2018 1208 04/25/2018 1544 AP

Nitrogen, Nitrate (As N) 8.8 0.50 mg/L 1 04/25/2018 1208 04/25/2018 1544 AP

Nitrogen, Nitrite (As N) ND 0.10 mg/L 1 04/25/2018 1208 04/25/2018 1544 AP

Sulfate 190 130 mg/L 25 04/26/2018 1225 04/26/2018 1415 AP

Cyanide-E335.4

Cyanide ND 0.10 mg/L 1 04/26/2018 0845 04/30/2018 1545 AP

Alkalinity-SM2320B

Alkalinity, Bicarbonate (As 150 2.0 mg/L 1 05/03/2018 1030 05/03/2018 1210 EJ

CaCO03)

Alkalinity, Carbonate (As CaCO3) ND 2.0 mg/L 1 05/03/2018 1030 05/03/2018 1210 EJ

Alkalinity, Hydroxide (As CaCO3) ND 2.0 mg/L 1 05/03/2018 1030 05/03/2018 1210 EJ

Alkalinity, Phenolphthalein (As ND 2.0 mg/L 1 05/03/2018 1030 05/03/2018 1210 EJ

CaCO03)

Alkalinity, Total (As CaCO3) 150 2.0 mg/L 1 05/03/2018 1030 05/03/2018 1210 EJ

Specific Conductance-SM2510 B

Conductivity 1700 0.20 umhos/cm 2 05/09/2018 1315 05/09/2018 1330 AP

Total Dissolved Solids (Residue, Filterable)-SM2540 C

Total Dissolved Solids (Residue, 1000 20 mg/L 1 04/26/2018 0826 05/01/2018 1600 EJ

Filterable)

Volatile Organic Compounds by GC/MS-SW8260B

Benzene ND 0.50 ug/L 1 05/07/2018 1824 05/07/2018 1943 KP

Carbon disulfide ND 2.0 ug/L 1 05/07/2018 1824 05/07/2018 1943 KP

Ethylbenzene ND 0.50 ug/L 1 05/07/2018 1824 05/07/2018 1943 KP

Toluene ND 0.50 ug/L 1 05/07/2018 1824 05/07/2018 1943 KP

Xylenes, Total ND 1.5 ug/L 1 05/07/2018 1824 05/07/2018 1943 KP

Surr: 4-Bromofluorobenzene 95 70-130 %REC 1 05/07/2018 1824 05/07/2018 1943 KP

Surr: Dibromofluoromethane 101 70-130 %REC 1 05/07/2018 1824 05/07/2018 1943 KP

Surr: Toluene-d8 77 70-130 %REC 1 05/07/2018 1824 05/07/2018 1943 KP
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Turner Laboratories, Inc.

Date: 05/23/2018

Client: Brown & Caldwell Client Sample ID: TB

Project: PTF Collection Date/Time: 04/25/2018 0000

Work Order: 18D0619 Matrix: Ground Water

Lab Sample ID:  18D0619-02 Order Name: Florence Copper

Analyses Result PRL PQL Qual Units DF Prep Date Analysis Date  Analyst

Volatile Organic Compounds by GC/MS-SW8260B

Benzene ND 0.50 ug/L 1 05/07/2018 1824 05/07/2018 2344 KP

Carbon disulfide ND 2.0 ug/L 1 05/07/2018 1824 05/07/2018 2344 KP

Ethylbenzene ND 0.50 ug/L 1 05/07/2018 1824 05/07/2018 2344 KP

Toluene ND 0.50 ug/L 1 05/07/2018 1824 05/07/2018 2344 KP

Xylenes, Total ND 1.5 ug/L 1 05/07/2018 1824 05/07/2018 2344 KP

Surr: 4-Bromofluorobenzene 101 70-130 %REC 1 05/07/2018 1824 05/07/2018 2344 KP

Surr: Dibromofluoromethane 110 70-130 %REC 1 05/07/2018 1824 05/07/2018 2344 KP

Surr: Toluene-d8 103 70-130 %REC 1 05/07/2018 1824 05/07/2018 2344 KP
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Turner Laboratories, Inc.

Date: 05/23/2018

Client: Brown & Caldwell

Project: PTF

Work Order: 18D0619

Date Received: 04/25/2018 QC Summary
Reporting Spike Source %REC RPD

Analyte Result Limit Units Level Result %REC Limits RPD Limit Qual

Batch 1804269 - E 245.1

Blank (1804269-BLK1) Prepared & Analyzed: 04/26/2018

Mercury ND 0.0010 mg/L

LCS (1804269-BS1) Prepared & Analyzed: 04/26/2018

Mercury 0.0049 0.0010 mg/L 0.005000 98 85-115

LCS Dup (1804269-BSD1) Prepared & Analyzed: 04/26/2018

Mercury 0.0048 0.0010 mg/L 0.005000 95 85-115 2 20

Matrix Spike (1804269-MS1) Source: 18D0394-01 Prepared & Analyzed: 04/26/2018

Mercury 0.0050 0.0010 mg/L 0.005000 0.00020 97 85-115

Matrix Spike Dup (1804269-MSD1) Source: 18D0394-01 Prepared & Analyzed: 04/26/2018

Mercury 0.0050 0.0010 mg/L 0.005000 0.00020 96 85-115 1 20

Batch 1804292 - E200.8 (5.4)

Blank (1804292-BLK1) Prepared & Analyzed: 04/30/2018

Uranium ND 0.00050 mg/L

LCS (1804292-BS1) Prepared & Analyzed: 04/30/2018

Uranium 0.046 0.00050 mg/L 0.05000 92 85-115

LCS Dup (1804292-BSD1) Prepared & Analyzed: 04/30/2018

Uranium 0.046 0.00050 mg/L 0.05000 92 85-115 0.2 20

Matrix Spike (1804292-MS1) Source: 18D0614-01 Prepared & Analyzed: 04/30/2018

Uranium 0.051 0.00050 mg/L 0.05000 0.0015 99 70-130

Batch 1805051 - E 200.7 (4.4)

Blank (1805051-BLK1) Prepared & Analyzed: 05/04/2018

Calcium ND 4.0 mg/L

Iron ND 0.30 mg/L

Magnesium ND 3.0 mg/L

Potassium ND 5.0 mg/L

Sodium ND 5.0 mg/L

LCS (1805051-BS1) Prepared & Analyzed: 05/04/2018

Calcium 11 4.0 mg/L 10.00 109 85-115

Iron 1.0 0.30 mg/L 1.000 104 85-115

Magnesium 10 3.0 mg/L 10.00 105 85-115

Potassium 10 5.0 mg/L 10.00 105 85-115

Sodium 10 5.0 mg/L 10.00 105 85-115

LCS Dup (1805051-BSD1) Prepared & Analyzed: 05/04/2018

Calcium 11 4.0 mg/L 10.00 110 85-115 1 20

Iron 1.0 0.30 mg/L 1.000 105 85-115 0.5 20

Magnesium 10 3.0 mg/L 10.00 105 85-115 0.06 20

Potassium 10 5.0 mg/L 10.00 105 85-115 0.05 20

Sodium 11 5.0 mg/L 10.00 109 85-115 4 20
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Turner Laboratories, Inc.

Date: 05/23/2018

Client: Brown & Caldwell

Project: PTF

Work Order: 18D0619

Date Received: 04/25/2018 QC Summary
Reporting Spike Source %REC RPD

Analyte Result Limit Units Level Result %REC Limits RPD Limit Qual

Batch 1805051 - E 200.7 (4.4)

Matrix Spike (1805051-MS1) Source: 18D0619-01 Prepared & Analyzed: 05/04/2018

Calcium 150 4.0 mg/L 10.00 140 59 70-130 M3

Iron 1.1 0.30 mg/L 1.000 0.028 105 70-130

Magnesium 38 3.0 mg/L 10.00 27 108 70-130

Potassium 17 5.0 mg/L 10.00 6.8 105 70-130

Sodium 170 5.0 mg/L 10.00 170 30 70-130 M3

Matrix Spike (1805051-MS2) Source: 18E0021-01 Prepared & Analyzed: 05/04/2018

Calcium 64 4.0 mg/L 10.00 54 103 70-130

Iron 1.0 0.30 mg/L 1.000 0.0060 101 70-130

Magnesium 21 3.0 mg/L 10.00 11 99 70-130

Potassium 15 5.0 mg/L 10.00 4.7 104 70-130

Sodium 99 5.0 mg/L 10.00 90 87 70-130

Batch 1805069 - E 200.8 (5.4)

Blank (1805069-BLK1) Prepared & Analyzed: 05/07/2018

Aluminum ND 0.0400 mg/L

Antimony ND 0.00050 mg/L

Arsenic ND 0.00050 mg/L

Barium ND 0.00050 mg/L

Beryllium ND 0.00025 mg/L

Cadmium ND 0.00025 mg/L

Chromium ND 0.00050 mg/L

Cobalt ND 0.00025 mg/L

Copper ND 0.00050 mg/L

Lead ND 0.00050 mg/L

Manganese ND 0.00025 mg/L

Nickel ND 0.00050 mg/L

Selenium ND 0.0025 mg/L

Thallium ND 0.00050 mg/L

Zinc ND 0.040 mg/L

LCS (1805069-BS1) Prepared & Analyzed: 05/07/2018

Aluminum 0.104 0.0400 mg/L 0.1000 104 85-115

Antimony 0.048 0.00050 mg/L 0.05000 96 85-115

Arsenic 0.050 0.00050 mg/L 0.05000 100 85-115

Barium 0.050 0.00050 mg/L 0.05000 100 85-115

Beryllium 0.049 0.00025 mg/L 0.05000 97 85-115

Cadmium 0.050 0.00025 mg/L 0.05000 100 85-115

Chromium 0.051 0.00050 mg/L 0.05000 102 85-115

Cobalt 0.051 0.00025 mg/L 0.05000 101 85-115

Copper 0.051 0.00050 mg/L 0.05000 103 85-115

Lead 0.049 0.00050 mg/L 0.05000 98 85-115

Manganese 0.050 0.00025 mg/L 0.05000 101 85-115

Nickel 0.051 0.00050 mg/L 0.05000 102 85-115

Selenium 0.051 0.0025 mg/L 0.05000 103 85-115

Thallium 0.050 0.00050 mg/L 0.05000 101 85-115

Zinc 0.10 0.040 mg/L 0.1000 101 85-115
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Turner Laboratories, Inc.

Date: 05/23/2018

Client: Brown & Caldwell

Project: PTF

Work Order: 18D0619

Date Received: 04/25/2018 QC Summary
Reporting Spike Source %REC RPD

Analyte Result Limit Units Level Result %REC Limits RPD Limit Qual

Batch 1805069 - E 200.8 (5.4)

LCS Dup (1805069-BSD1) Prepared & Analyzed: 05/07/2018

Aluminum 0.115 0.0400 mg/L 0.1000 115 85-115 10 20

Antimony 0.048 0.00050 mg/L 0.05000 96 85-115 0.7 20

Arsenic 0.050 0.00050 mg/L 0.05000 101 85-115 0.8 20

Barium 0.051 0.00050 mg/L 0.05000 102 85-115 1 20

Beryllium 0.049 0.00025 mg/L 0.05000 97 85-115 0.2 20

Cadmium 0.050 0.00025 mg/L 0.05000 100 85-115 0.2 20

Chromium 0.051 0.00050 mg/L 0.05000 102 85-115 0.4 20

Cobalt 0.050 0.00025 mg/L 0.05000 101 85-115 0.5 20

Copper 0.052 0.00050 mg/L 0.05000 105 85-115 2 20

Lead 0.049 0.00050 mg/L 0.05000 98 85-115 0.1 20

Manganese 0.050 0.00025 mg/L 0.05000 101 85-115 0.09 20

Nickel 0.051 0.00050 mg/L 0.05000 103 85-115 0.8 20

Selenium 0.052 0.0025 mg/L 0.05000 104 85-115 2 20

Thallium 0.050 0.00050 mg/L 0.05000 101 85-115 0.06 20

Zinc 0.10 0.040 mg/L 0.1000 104 85-115 3 20

Matrix Spike (1805069-MS1) Source: 18D0693-01 Prepared & Analyzed: 05/07/2018

Aluminum 0.239 0.0400 mg/L 0.1000 0.166 74 70-130

Antimony 0.045 0.00050 mg/L 0.05000 0.00024 90 70-130

Arsenic 0.056 0.00050 mg/L 0.05000 0.0035 104 70-130

Barium 0.16 0.00050 mg/L 0.05000 0.12 94 70-130

Beryllium 0.045 0.00025 mg/L 0.05000 0.000029 90 70-130

Cadmium 0.047 0.00025 mg/L 0.05000 ND 94 70-130

Chromium 0.049 0.00050 mg/L 0.05000 0.00052 98 70-130

Cobalt 0.048 0.00025 mg/L 0.05000 0.00097 95 70-130

Copper 0.051 0.00050 mg/L 0.05000 0.0020 98 70-130

Lead 0.047 0.00050 mg/L 0.05000 0.00016 94 70-130

Manganese 0.054 0.00025 mg/L 0.05000 0.0075 94 70-130

Nickel 0.049 0.00050 mg/L 0.05000 0.0018 94 70-130

Selenium 0.057 0.0025 mg/L 0.05000 ND 114 70-130

Thallium 0.048 0.00050 mg/L 0.05000 0.000038 96 70-130

Zinc 0.11 0.040 mg/L 0.1000 ND 109 70-130
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Turner Laboratories, Inc.

Date: 05/23/2018

Client: Brown & Caldwell

Project: PTF

Work Order: 18D0619

Date Received: 04/25/2018 QC Summary
Reporting Spike Source %REC RPD

Analyte Result Limit Units Level Result %REC Limits RPD Limit Qual

Batch 1804261 - SM2540 C

Duplicate (1804261-DUP1)

Source: 18D0606-01

Prepared: 04/26/2018 Analyzed: 04/27/2018

Total Dissolved Solids (Residue, 630 20 mg/L 630 0.3 5
Filterable)

Duplicate (1804261-DUP2) Source: 18D0606-02 Prepared: 04/26/2018 Analyzed: 04/27/2018

Total Dissolved Solids (Residue, 610 20 mg/L 620 0.8 5
Filterable)

Batch 1804268 - E335.4

Blank (1804268-BLK1) Prepared: 04/26/2018 Analyzed: 04/30/2018

Cyanide ND 0.10 mg/L

LCS (1804268-BS1) Prepared: 04/26/2018 Analyzed: 04/30/2018

Cyanide 2.0 0.10 mg/L 2.000 101 90-110

LCS Dup (1804268-BSD1) Prepared: 04/26/2018 Analyzed: 04/30/2018

Cyanide 2.0 0.10 mg/L 2.000 101 90-110 0.1 20
Matrix Spike (1804268-MS1) Source: 18D0602-03 Prepared: 04/26/2018 Analyzed: 04/30/2018

Cyanide 2.1 0.10 mg/L 2.000 ND 103 90-110

Matrix Spike Dup (1804268-MSD1) Source: 18D0602-03 Prepared: 04/26/2018 Analyzed: 04/30/2018

Cyanide 2.0 0.10 mg/L 2.000 ND 98 90-110 5 20
Batch 1804272 - E150.1

Duplicate (1804272-DUP1) Source: 18D0662-02 Prepared & Analyzed: 04/26/2018

pH (pH Units) 7.8 - 7.8 0.1 200 HS
Temperature (°C) 21 - 21 2 200 HS
Batch 1805027 - SM2320B

LCS (1805027-BS1) Prepared & Analyzed: 05/03/2018

Alkalinity, Total (As CaCO3) 240 2.0 mg/L 250.0 96 90-110

LCS Dup (1805027-BSD1) Prepared & Analyzed: 05/03/2018

Alkalinity, Total (As CaCO3) 240 2.0 mg/L 250.0 96 90-110 0 10
Matrix Spike (1805027-MS1) Source: 18D0606-02 Prepared & Analyzed: 05/03/2018

Alkalinity, Total (As CaCO3) 370 2.0 mg/L 250.0 130 96 85-115

Matrix Spike Dup (1805027-MSD1) Source: 18D0606-02 Prepared & Analyzed: 05/03/2018

Alkalinity, Total (As CaCO3) 370 2.0 mg/L 250.0 130 95 85-115 0.5 10
Batch 1805103 - SM2510 B

LCS (1805103-BS1) Prepared & Analyzed: 05/09/2018

Conductivity 140 0.10 pumhos/cm 141.2 101 0-200

LCS Dup (1805103-BSD1) Prepared & Analyzed: 05/09/2018

Conductivity 140 0.10 wmhos/cm 141.2 101 0-200 0.7 200
Duplicate (1805103-DUP1) Source: 18E0192-01 Prepared & Analyzed: 05/09/2018

Conductivity 4.0 0.10 umhos/cm 4.0 0 10

| Page100f32 |




Turner Laboratories, Inc.

Date: 05/23/2018

Client: Brown & Caldwell

Project: PTF

Work Order: 18D0619

Date Received: 04/25/2018 QC Summary
Reporting Spike Source %REC RPD

Analyte Result Limit Units Level Result %REC Limits RPD Limit Qual

Batch 1805074 - SW8260B

Blank (1805074-BLK1) Prepared & Analyzed: 05/07/2018

Benzene ND 0.50 ug/L

Carbon disulfide ND 2.0 ug/L

Ethylbenzene ND 0.50 ug/L

Toluene ND 0.50 ug/L

Xylenes, Total ND 1.5 ug/L

Surrogate: 4-Bromofluorobenzene 25.0 ug/L 25.00 100 70-130

Surrogate: Dibromofluoromethane 26.9 ug/L 25.00 107 70-130

Surrogate: Toluene-d8 25.1 ug/L 25.00 100 70-130

LCS (1805074-BS1) Prepared & Analyzed: 05/07/2018

1,1-Dichloroethene 29 ug/L 25.00 114 70-130

Benzene 27 ug/L 25.00 109 70-130

Chlorobenzene 29 ug/L 25.00 115 70-130

Toluene 25 ug/L 25.00 101 70-130

Trichloroethene 26 ug/L 25.00 103 70-130

Surrogate: 4-Bromofluorobenzene 24.6 ug/L 25.00 98 70-130

Surrogate: Dibromofluoromethane 25.6 ug/L 25.00 102 70-130

Surrogate: Toluene-d8 24.8 ug/L 25.00 99 70-130

LCS Dup (1805074-BSD1) Prepared & Analyzed: 05/07/2018

1,1-Dichloroethene 27 ug/L 25.00 110 70-130 4 30

Benzene 26 ug/L 25.00 104 70-130 5 30

Chlorobenzene 26 ug/L 25.00 105 70-130 9 30

Toluene 24 ug/L 25.00 96 70-130 5 30

Trichloroethene 25 ug/L 25.00 98 70-130 4 30

Surrogate: 4-Bromofluorobenzene 24.4 ug/L 25.00 98 70-130

Surrogate: Dibromofluoromethane 26.1 ug/L 25.00 104 70-130

Surrogate: Toluene-d8 25.1 ug/L 25.00 100 70-130

Matrix Spike (1805074-MS1) Source: 18D0582-02 Prepared & Analyzed: 05/07/2018

1,1-Dichloroethene 27 ug/L 25.00 0.070 109 70-130

Benzene 26 ug/L 25.00 0.020 104 70-130

Chlorobenzene 26 ug/L 25.00 0.0 105 70-130

Toluene 27 ug/L 25.00 35 95 70-130

Trichloroethene 24 ug/L 25.00 0.040 97 70-130

Surrogate: 4-Bromofluorobenzene 24.4 ug/L 25.00 98 70-130

Surrogate: Dibromofluoromethane 26.4 ug/L 25.00 106 70-130

Surrogate: Toluene-d8 24.9 ug/L 25.00 100 70-130

Matrix Spike Dup (1805074-MSD1) Source: 18D0582-02 Prepared & Analyzed: 05/07/2018

1,1-Dichloroethene 27 ug/L 25.00 0.070 108 70-130 0.8 30

Benzene 25 ug/L 25.00 0.020 101 70-130 2 30

Chlorobenzene 26 ug/L 25.00 0.0 105 70-130 0.3 30

Toluene 27 ug/L 25.00 35 95 70-130 0.1 30

Trichloroethene 24 ug/L 25.00 0.040 95 70-130 2 30

Surrogate: 4-Bromofluorobenzene 24.7 ug/L 25.00 99 70-130

Surrogate: Dibromofluoromethane 26.4 ug/L 25.00 106 70-130

Surrogate: Toluene-d8 25.3 ug/L 25.00 101 70-130
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Turner Laboratories, Inc.

Date: 05/23/2018

Client: Brown & Caldwell

Project: PTF

Work Order: 18D0619

Date Received: 04/25/2018 QC Summary
Reporting Spike Source %REC RPD

Analyte Result Limit Units Level Result %REC Limits RPD Limit Qual

Batch 1804245 - E300.0 (2.1)

Blank (1804245-BLK1) Prepared & Analyzed: 04/25/2018

Chloride ND 1.0 mg/L

Fluoride ND 0.50 mg/L

Nitrogen, Nitrate (As N) ND 0.50 mg/L

Nitrogen, Nitrite (As N) ND 0.10 mg/L

Sulfate ND 5.0 mg/L

LCS (1804245-BS1) Prepared & Analyzed: 04/25/2018

Chloride 12 1.0 mg/L 12.50 92 90-110

Fluoride 2.0 0.50 mg/L 2.000 101 90-110

Nitrogen, Nitrate (As N) 4.7 0.50 mg/L 5.000 95 90-110

Nitrogen, Nitrite (As N) 2.3 0.10 mg/L 2.500 92 90-110

Sulfate 12 5.0 mg/L 12.50 96 90-110

LCS Dup (1804245-BSD1) Prepared & Analyzed: 04/25/2018

Chloride 12 1.0 mg/L 12.50 94 90-110 2 10

Fluoride 2.0 0.50 mg/L 2.000 101 90-110 0.4 10

Nitrogen, Nitrate (As N) 49 0.50 mg/L 5.000 98 90-110 3 10

Nitrogen, Nitrite (As N) 2.4 0.10 mg/L 2.500 95 90-110 3 10

Sulfate 12 5.0 mg/L 12.50 98 90-110 3 10

Matrix Spike (1804245-MS1) Source: 18D0613-08 Prepared & Analyzed: 04/25/2018

Fluoride 3.7 0.50 mg/L 2.000 1.7 100 80-120

Nitrogen, Nitrate (As N) 4.7 0.50 mg/L 5.000 0.22 89 80-120

Matrix Spike (1804245-MS2) Source: 18D0625-01 Prepared & Analyzed: 04/26/2018

Nitrogen, Nitrate (As N) 5.0 0.50 mg/L 5.000 0.46 92 80-120

Nitrogen, Nitrite (As N) 22 0.10 mg/L 2.500 ND 88 80-120

Matrix Spike (1804245-MS3) Source: 18D0614-01RE1 Prepared & Analyzed: 04/26/2018

Chloride 17 mg/L 12.50 6.4 88 80-120

Sulfate 28 mg/L 12.50 18 85 80-120

Matrix Spike Dup (1804245-MSD1) Source: 18D0613-08 Prepared & Analyzed: 04/25/2018

Fluoride 3.7 0.50 mg/L 2.000 1.7 100 80-120 0.4 10

Nitrogen, Nitrate (As N) 4.7 0.50 mg/L 5.000 0.22 90 80-120 0.6 10

Matrix Spike Dup (1804245-MSD2) Source: 18D0625-01 Prepared & Analyzed: 04/26/2018

Nitrogen, Nitrate (As N) 5.1 0.50 mg/L 5.000 0.46 92 80-120 0.2 10

Nitrogen, Nitrite (As N) 2.2 0.10 mg/L 2.500 ND 88 80-120 0.4 10

Matrix Spike Dup (1804245-MSD3) Source: 18D0614-01RE1 Prepared & Analyzed: 04/26/2018

Chloride 18 mg/L 12.50 6.4 89 80-120 0.6 10

Sulfate 29 mg/L 12.50 18 86 80-120 0.6 10
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